soluzioni per I'industria alimentare
food industrial solutions

La nostra produzione

Confezionatrici sottovuoto - Confezionatrici sottovuoto a doppia cam-
pana Confezionatrici sottovuoto a nastro - Tunnel di termoretrazione ad
immersione - Termoformatrici - Termosigillatrici - Macchine di taglio e
porzionamento - Sistemi di convogliamento e movimentazione -
Macchine per taglio automatico pane e tramezzini - Linee di dosaggio e
farcitura - Realizzazioni speciali - Rifacimento e fornitura particolari di
ricambio - Manutenzione pompe sottovuoto - Manutenzione macchine
usate - Applicazione automatismi su macchine esistenti - Manutenzione
programmata - Fornitura materiali di consumo

Our production
Vacuum packaging machines - Double chamber vacuum packaging
machines - Belt conveyor vacuum packaging machines - Submersion
tank shrink machines - Thermoforming machines - Thermosealing
machines - Cut and portions lines for food products - Systems for
conveying and handling products - Automatic machines for cutting
bread and sandwiches - Dosing and filling lines - Special constructions
on request - Spare parts supply and productions - Vacuum pump
maintenance - Used machine maintenance - Automating application
of existing machines - Scheduled maintenance - Supply of flm and trays
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MODELLO Model

Struttura
Main framework

Dimensioni macchina
Machine dimensions

Dimensioni stampo
Mould dimensions

Fascia film
Film width

Stazioni di carico
Film width

Profondita massima
Maximun depth

Diametro massimo bobina
Max. diameter coil

Diametro porta bobine
Diameter coil shaft

Alimentazione
Power supply

Potenza installata
Installed power

Aria compressa
Compressed air

Avanzamento film
Film Progress

Pompa aspirazione
Vacuum pump

Produttivita
Productivity

Peso
Weight

caratteristiche tecniChe technical features

MICROSEAL - OPM 1.5

Acciaio inox
Stainless steel

1860 x 870 x 1550H mm

1 x 435 x 290 mm

470 mm

95 mm

300 mm

=70 mm

400V 50/60Hz - 3PH+N+PE

4KW

6/8 Bar

Automatico
Automatic

60/100 mc/h

5/10 cicli/min
Cycles/min.

400 kg

MINISEAL - OPM 3.0

Acciaio inox
Stainless steel

2860 x 870 x 1550H mm

1x435x290 mm

470 mm

95 mm

300 mm

—-70mm

400V 50/60Hz - 3PH+N+PE

4-6 KW

6/8 Bar

Automatico
Automatic

100/200 mc/h

5/10 cicli/min
Cycles/min.

500 kg

MAXISEAL

Acciaio inox
Stainless steel

5280 x 850 x 1500H mm

2 x 435 x 290 mm

470 mm

95 mm

300 mm

—-70mm

400V 50/60Hz - 3PH+N+PE

6-8 KW

6/8 Bar

Automatico
Automatic

200/300 mc/h

5/10 cicli/min
Cycles/min.

800 kg

BMB offre alla propria clientela una gamma completa
di termosigillatrici identificate dalla sigla SEAL.

Le termosigillatrici della linea SEAL sono macchine completamente
automatiche ad alto contenuto tecnologico per la sigillatura ed il
confezionamento in vaschette preformate in materiale plastico e/o
polistirolo in sottovuoto e atmosfera modificata di qualsiasi tipo di
prodotto alimentare e non quale:

¢ salumi di qualsiasi genere, e salumi affettati
forma e dimensione

e tagli di carne di qualsiasi ¢ pollame, petti di pollo
genere forma e dimensione interi e a tranci

¢ pasta, pasta fresca, tortellini * polenta

¢ prodotti macrobiotici

e formaggi di qualsiasi
consistenza e forma

e frutta e verdura ¢ prodotti farmaceutici
* componentistica di qualsiasi genere

® pizze, panini e tramezzini
* mozzarelle filoni e ciliegine

Tutte le termosigillatrici della linea SEAL dalla piccola MICRO
alla grande MAXI sono concepite e realizzate con le piu moderne
tecnologie progettuali e costruttive per garantire all’operatore la
massima affidabilita e semplicita, sia nell’'uso quotidiano che nelle
operazioni di pulizia e manutenzione ordinaria.

In particolare la termosigillatrice MICROSEAL & una macchina di
dimensioni molto contenute con il telaio in acciaio montato su ruote
e la pompa di aspirazione collocata direttamente all’interno della
macchina. La macchina € dotata di un piano di appoggio standard
con 2 stazioni utili per il carico di vaschette di dimensioni massime
non superiori al Y2 Gastronorm.

Una volta posizionate sulla zona di carico, in modo completamente
automatico attraverso dei listelli in acciaio inox le vaschette vengono
traslate all'interno della stazione di confezionamento dove il ciclo av-
viene sempre in modo automatico nella modalita prevista dall’ope-
ratore. Anche I'avanzamento del film avviene in modo automatico e
controllato per ridurne al minimo lo spreco.

Il cambio di formato grazie alle soluzioni tecniche adottate risulta par-
ticolarmente semplice e veloce ed avviene senza 'uso di chiavi o at-
trezzature particolari.

La gestione della macchina ¢ affidata ad un PLC mentre un pratico
ed intuitivo touch screen permette I'introduzione dei parametri e la
visualizzazione di messaggi e allarmi. La macchina permette la me-
morizzazione di 20 programmi di lavoro, mentre a garanzia di un con-
fezionamento ottimale il livello finale di vuoto e gas pud essere
rilevato attraverso un trasduttore elettronico.

La macchina puo operare in svariate modalita:

* solo sigillatura ¢ vuoto parziale e sigillatura
e vuoto + gas inerte e sigillatura e vuoto ed effetto skin
* gas e sigillatura

A richiesta l'allestimento standard della macchina puo essere
completato con una serie di accessori quali:

e zona di carico allungata

¢ disimpilatore automatico per vaschette

* dosatori di prodotto o liquido di governo

e fotocellula per film stampato

e stampatore a caldo o trasferimento termico
* nastrino per convogliamento confezioni

¢ sistemi di peso ed etichettatura confezioni

BMB offers to customers a complete range of thermosealing
machines, identified by acronym SEAL.

The thermosealing machines SEAL line are fully automated high tech
machines for sealing and packaging with any type of preformed tray
in vacuum and modified atmosphere any kind of foodstuff and not as:

® sausages, hams, mortadella, speck of e sliced meat
any kind, dimension and morphology

® pieces of meat of any kind, ® poultry, whole chicken breasts

morphology and dimension and steaks to
® paste, fresh paste, tortellini * polenta
® macrobiotic products ® pizzas, roll and sandwich
e cheese of any kind, * mozzarella cheese
morphology and dimension
e fruits and vegetables * pharmaceutical products

e any kind of components

All thermosealing machines SEAL line from small MICRO to big MAXI
are designed and implemented with technology and design to the
construction to ensure maximum reliability and simplicity, in the eve-
ryday operations both on ordinary cleaning and maintenance.

The small one thermosealing MICROSEAL model is a very small ma-
chine with steel frame mounted on wheels and with the suction pump
placed directly inside the machine.

The machine is equipped with a standard ground plane with 2 stations

to load trays with maximum dimensions not exceeding 370 x 265 mm.

Once positioned on the loading area, fully automatically by stainless

steel strips the trays are trasported inside the packaging station where

the cycle is always done in automatic second the mode provided from

the operator.

Even the progress of the film is also automatic and controlled, to mi-

nimize waste.
The change of the format with the technical solutions chosen is par- "
ticularly simple and fast and is done without the use of keys or special
equipment. B
The management of the machine is assigned to PLC as a practical

and intuitive touch screen permits the entry of parameters and display
messages and alarms.

The machine allows the storage of 20 working programs, to secure

an optimal packing the final level of vacuum and gas can be detected

through a electronic transducer.

The machine can operate in several mode:

¢ Only sealing ¢ Partial vacuum and sealing
e \Vacuum + Inert gas and sealing e Vacuum and skin effect
¢ Gas and sealing

On request the standard equipment could be complete
with a range of accessories such as :

¢ Elongated Ioadmg area
¢ Automatic trays loader
¢ Automatic dosing unit-for solid or liquid products

¢ Photocell for printed film A

¢ Hot or thermal transfer printer
e Exit conveyor belt :
¢ Weighing and labeling packages system
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